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Amendment dated November 7, 2005 
Reply to Office Action of August 18, 2005 

Amendments to the Specification 

Please add the following new paragraph after paragraph 0038 in 
the Brief Description of the Drawings in the specification as 
follows : : 


[0038.1] Fig. 25 is a side view of the collar; 

Kindly replace the paragraph f 00371 of the specification with the 
following : 

[0037] FIG . 23 is a top an end view of the drive shaft shown in 
of Figure 22; 

Kindly replace the paragraph T 00481 of the specification with the 
following: 

[0048] The implement receiving collar 10 includes six implement 
receiving carriers 20. Each carrier 20 is fixed by pins 301 to 
the receiving collar 10. Each carrier 20 rotates about the 
associate pin 301 to define an offset pivot axis across or 
perpendicular to the elongate drive shaft 4. 

Kindly replace the paragraph r 00731 of the specification with the 
following : 

[0073] In FIGS. 14 and 15 a modified revolver rack is shown with 
six movable carriers 80. The implement receiving collar 10 holds 
the six implement receiving carriers 80. Each carrier 80 is 
secured by a pivot connection 82 to the collar. Each implement 24 
is slidably displaceable in the receiving carrier 80 and the 
implement is free to rotate about its longitudinal axis while 
being supported by the port 2-3r -32 of the carrier 80. 
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Kindly replace the paragraph [00751 of the specification with the 
following: 

[0075] FIG. 16 shows the engagement ready position of the carrier 
80 with a typical implement 24. The pivot connection 82 is free 
to move along the long groove . 

Kindly replace the paragraph [00861 of the specification with the 
following : 

[0086] FIG. 24 is the partial sectional view of the collar ±% — 10 
having a block pad 242. After the pivot pin 82 is received in the 
elongate groove 162 with its associated carrier, the welding 
block p ad 242 can be welded' with the collar. 

Kindly replace the paragraph [00871 of the specification with the 
following : 

[0087] FIG. 25 is a top view of the collar -3-5 -10 w ith 2 welding 
block pad 242 . 


